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=	
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  Duct	
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® Duet® Steam Washer

PRODUCT MODEL NUMBERS OVERALL DIMENSIONS

DRAIN SYSTEM OPTIONS

WFW9600T,

Electrical: 120-volt, 60 Hz, AC-only,
15 or 20 amp fused electrical supply. A time-delay
fuse or circuit breaker and separate circuit is
recommended.

Because Whirlpool Corporation policy includes a continuous commitment to improve
our products, we reserve the right to change materials and specifications without notice.

Dimensions are for planning purposes only. For complete details, see Installation
Instructions packed with product. Specifications subject to change without notice.

Ref. W10254043
05/2009

51"
(1295 mm)

27"
(686 mm)

38"
(965 mm)

321/2"
(813 mm)

Undercounter Installation - Washer Only

1"
(25 mm)

4"
(102 mm)

18" min.
(457 mm)

311/2"
(800 mm)

1"
(25 mm)

27"
(686 mm)

3" (76 mm)

3" (76 mm)

48 in.2 *
(310 cm2)

24 in.2 *
(155 cm2)

1"
(25 mm)

6" (152 mm)

27"
(686 mm)

51/2"**
(140 mm)

1" ***
(250 mm)

1" ***
(250 mm)

76"
(1930 mm)

Washer on Pedestal

27"
(686 mm)

1"
(25 mm)

1"
(25 mm)

39" min.
(990 mm)

Dimensions shown are the recommended spacing.

Standpipe drain system - wall or floor (view A & B)
The standpipe drain requires a minimum diameter standpipe of 2" (50 mm). The
minimum carry-away capacity can be no less than 17 gal. (64 L) per minute.
The top of the standpipe must be at least 30" (762 mm) high and no higher than
96" (2.4 m) from the bottom of
the washer.

Laundry tub drain system (view A)
The laundry tub needs a minimum
20 gal. (76 L) capacity. The top of
the laundry tub must be at least
30" (762 mm) above the floor.

Floor drain system (view B)
The floor drain system requires a siphon break
that may be purchased separately.
The siphon break must be a minimum of 28"
(710 mm) from the bottom of the washer.
Additional hoses might be needed.

*Min. top and
bottom air
openings for
closet door.

**External exhaust
elbow requires
additional space.

***Wall, door and
floor molding may
require additional
spacing.

Stacked Washer and Dryer

Recommended installation spacing for
cabinet installation
For cabinet installation, with a door, the minimum
ventilation openings in the top are required.

3"
(76 mm)

3"
(76 mm)

34" min.
(864 mm)

48 in.2 *
(310 cm2)

24 in.2 *
(155 cm2)

1"
(25 mm)

4"
(102 mm)

311/2"
(800 mm)

RECESSED AREA AND CLOSET INSTALLATIONS
For closet installation, with a door, the minimum ventilation
openings in the top and bottom of the door are required (view B).
Louvered doors with equivalent air ventilation openings are
acceptable.

A. Side view - closet or confined area
B. Closet door with vents

A B

30" min.
(762 mm) 30" min.

(762 mm)

28" min.
(710 mm)

A B A B

WFW9450W

1"
(25 mm)

(178 mm)
7"

(178 mm)
7"

(229 mm)
9"

(102 mm)
4" (25 mm)

1"

(686 mm)
27"

(800 mm)
311/2"

® Duet® Steam Washer

PRODUCT MODEL NUMBERS OVERALL DIMENSIONS

DRAIN SYSTEM OPTIONS

WFW9600T,

Electrical: 120-volt, 60 Hz, AC-only,
15 or 20 amp fused electrical supply. A time-delay
fuse or circuit breaker and separate circuit is
recommended.

Because Whirlpool Corporation policy includes a continuous commitment to improve
our products, we reserve the right to change materials and specifications without notice.

Dimensions are for planning purposes only. For complete details, see Installation
Instructions packed with product. Specifications subject to change without notice.
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51"
(1295 mm)

27"
(686 mm)

38"
(965 mm)

321/2"
(813 mm)

Undercounter Installation - Washer Only

1"
(25 mm)

4"
(102 mm)

18" min.
(457 mm)

311/2"
(800 mm)

1"
(25 mm)

27"
(686 mm)

3" (76 mm)

3" (76 mm)

48 in.2 *
(310 cm2)

24 in.2 *
(155 cm2)

1"
(25 mm)

6" (152 mm)

27"
(686 mm)

51/2"**
(140 mm)

1" ***
(250 mm)

1" ***
(250 mm)

76"
(1930 mm)

Washer on Pedestal

27"
(686 mm)

1"
(25 mm)

1"
(25 mm)

39" min.
(990 mm)

Dimensions shown are the recommended spacing.

Standpipe drain system - wall or floor (view A & B)
The standpipe drain requires a minimum diameter standpipe of 2" (50 mm). The
minimum carry-away capacity can be no less than 17 gal. (64 L) per minute.
The top of the standpipe must be at least 30" (762 mm) high and no higher than
96" (2.4 m) from the bottom of
the washer.

Laundry tub drain system (view A)
The laundry tub needs a minimum
20 gal. (76 L) capacity. The top of
the laundry tub must be at least
30" (762 mm) above the floor.

Floor drain system (view B)
The floor drain system requires a siphon break
that may be purchased separately.
The siphon break must be a minimum of 28"
(710 mm) from the bottom of the washer.
Additional hoses might be needed.

*Min. top and
bottom air
openings for
closet door.

**External exhaust
elbow requires
additional space.

***Wall, door and
floor molding may
require additional
spacing.

Stacked Washer and Dryer

Recommended installation spacing for
cabinet installation
For cabinet installation, with a door, the minimum
ventilation openings in the top are required.

3"
(76 mm)

3"
(76 mm)

34" min.
(864 mm)

48 in.2 *
(310 cm2)

24 in.2 *
(155 cm2)

1"
(25 mm)

4"
(102 mm)

311/2"
(800 mm)

RECESSED AREA AND CLOSET INSTALLATIONS
For closet installation, with a door, the minimum ventilation
openings in the top and bottom of the door are required (view B).
Louvered doors with equivalent air ventilation openings are
acceptable.

A. Side view - closet or confined area
B. Closet door with vents

A B

30" min.
(762 mm) 30" min.

(762 mm)

28" min.
(710 mm)

A B A B

WFW9450W
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  48”	
  h	
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  h	
  

28”	
  w	
  
X	
  

36”	
  h	
  

Shelf 

Folding Counter 

Clothes Hamper 
Garages 

Laundry	
  Long-­‐Wall	
  Eleva@on	
  
Laundry	
  Long-­‐W

all	
  Eleva@on	
  

36”	
  

9’	
  

Laundry Tub 

10’	
  Ceiling	
  Line	
  

Clearance	
  
• 	
  1”	
  LeS	
  &	
  Right	
  
• 	
  6”	
  Top	
  

Access Roll-Out 
Mechanism 

Cabinets 



32”	
  

36”	
  

36”	
  

Ligh@ng	
  Controls	
   4	
  v31	
   2E	
  -­‐	
  Laundry	
  &	
  Mud	
  Room	
  
Ligh@ng	
  Controls	
  

= Switch Cluster 

Shared	
  with	
  
“2D-­‐Kitchen”	
  

Shared	
  with	
  
“2K-­‐Upper	
  Stairway”	
  



Keypad	
  Loca@on	
  2E-­‐A	
  (U	
  &	
  D)	
  
Mud	
  Room,	
  Right	
  of	
  Outside	
  Door	
  

v31	
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  Keypads	
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  -­‐	
  Laundry	
  &	
  Mud	
  Room	
   5	
  

Keypad	
  Loca@on	
  2E-­‐B	
  
Powder	
  Room	
  

Cables	
  
2	
  –	
  Orange/2	
  
1	
  –	
  White/7	
  

Cables	
  
1	
  –	
  Orange/1	
  

Porch	
  
Bright	
  

Mud	
  
Bright	
  

Porch	
  
Medium	
  

Mud	
  
Medium	
  

Porch	
  
Off	
  

Mud	
  
Off	
  

Ligh@ng	
  
3	
  

Ligh@ng	
  
Bright	
  

Ligh@ng	
  
1	
  

Ligh@ng	
  
2	
  

Ligh@ng	
  
Off	
  

Outdoor	
  
Outlets	
  

Outside	
  
All	
  Off	
   Grounds	
  

Keypad	
  Loca@on	
  2E-­‐C	
  
Laundry	
  Room	
  

Vent	
   Lights	
  

All	
  Off	
   Vanity	
  

Vent	
   Lights	
  

All	
  Off	
   Counter	
  

Cables	
  
1	
  –	
  Orange/1	
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Ligh@ng	
  

Attic 
Access 

=	
  6”	
  LED	
  Recessed	
  (2K-­‐T04)	
  

=	
  Counter	
  Ligh@ng	
  (2E-­‐06)	
  
	
  	
  	
  (～	
  9	
  lineal	
  S)	
  

=	
  3”	
  LED	
  Puck	
  Light	
  (2E-­‐T02a)	
  

=	
  Surface	
  Fixture	
  (2E-­‐05)	
  

=	
  Sconce	
  (2E-­‐04)	
  

=	
  Common	
  Exhaust	
  Fan	
  

=	
  Closet	
  Ligh@ng	
  (2E-­‐07)	
  

V	
  

E	
   =	
  Standby	
  Light	
  

E	
  

=	
  4”	
  LED	
  Recessed	
  (2E-­‐32)	
  

=	
  Closet	
  Ligh@ng	
  (2E-­‐08)	
  

=	
  3”	
  LED	
  Puck	
  Light	
  (2E-­‐T02b)	
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Pow

er	
  

= 15A Duplex 

= 20A Duplex 

=	
  20A	
  Quad	
  

= 15A Duplex 
   (Concealed) 

= 20A Duplex 
   (Concealed) 

=	
  15A	
  Duplex	
  /	
  	
  
	
  	
  	
  LAN	
  /	
  Phone	
  

=	
  20A	
  Duplex	
  /	
  	
  
	
  	
  	
  LAN	
  /	
  Phone	
  

=	
  20A	
  Outlet	
  Strip	
  

= 15A Quad 

=	
  20A	
  Outlet	
  Strip	
  
	
  	
  	
  with	
  LAN	
  &	
  Phone	
  

=	
  20A	
  Quad	
  /	
  	
  
	
  	
  	
  LAN	
  /	
  Phone	
  

Washer:	
  120	
  V	
  @	
  15/20	
  A	
  (outlet)	
  
Dryer:	
  240	
  V	
  @	
  30	
  A	
  (4	
  wire)	
  &	
  

½”	
  Gas	
  Supply)	
  

Ironing	
  Center:	
  120	
  V	
  @	
  15/20	
  A	
  (wired)	
  
Boot	
  Dryer:	
  120	
  V	
  @	
  15	
  A	
  (wired)	
  

Inside	
  Vanity	
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Pow
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  W
iring	
  

Circuit:	
  “2E-­‐13”	
  
14-­‐2,	
  “Purple	
  (2E)”	
  
Breaker	
  Panel	
  
AFI	
  15A	
  Breaker	
  

Circuit:	
  “2E-­‐11”	
  
12-­‐2,	
  “Purple	
  (2E)”	
  
Breaker	
  Panel	
  
Std	
  20A	
  Breaker	
  

Circuit:	
  “2E-­‐12”	
  
12-­‐2,	
  “Purple	
  (2E)”	
  
Breaker	
  Panel	
  
GFI	
  20A	
  Breaker	
  

Washer	
  
Circuit:	
  “2E-­‐xx”	
  
12-­‐2,	
  “Purple	
  (2E)”	
  
Breaker	
  Panel	
  
GFI	
  20A	
  Breaker	
  

Dryer	
  
Circuit:	
  “2E-­‐xx”	
  
10-­‐3,	
  “Purple	
  (2E)”	
  
Breaker	
  Panel	
  
Std	
  DP	
  30A	
  Breaker	
  

Boot	
  Dyer	
  
Circuit:	
  “2E-­‐14”	
  
Single	
  15A	
  Circuit	
  

14-­‐2,	
  Std	
  15A	
  Breaker	
  

Ironing	
  Center	
  
Circuit:	
  “2E-­‐15”	
  
Single	
  20A	
  Circuit	
  

12-­‐2,	
  GFI	
  15A	
  Breaker	
  

20A	
  GFI	
  
Outlet	
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Sensors	
  1	
  

=	
  NC	
  Door/Window	
  Sensor	
  
	
  	
  	
  (Concealed	
  Reed)	
  

x	
  

a	
  

e	
  

b1	
   b2	
  

c2	
  

c1	
  

f	
  

d	
  

Mud	
  Room:	
  Entry	
  Door	
  
Circuit:	
  2E-­‐S06,	
  Cable:	
  2E-­‐S06	
  
“Orange/CN-­‐Panel/1”,	
  22-­‐2	
  

Mud	
  Room	
  Back	
  Closet:	
  Door	
  
2	
  NC	
  Reed	
  Switches	
  In	
  Series	
  
Circuit:	
  2E-­‐S04,	
  Cable:	
  2E-­‐S04	
  

Note:	
  “Orange/XL-­‐Panel/2”,	
  22-­‐2	
  

Laundry:	
  Door	
  
1	
  NC	
  Reed	
  Switch	
  

Circuit:	
  2E-­‐S03,	
  Cable:	
  2E-­‐S03	
  
“Orange/CN-­‐Panel/1”,	
  22-­‐2	
  

Powder	
  Room:	
  Door	
  
1	
  NC	
  Reed	
  Switch	
  

Circuit:	
  2E-­‐S02,	
  Cable:	
  2E-­‐S02	
  
Note:	
  “Keypad	
  (2E)”,	
  22-­‐2	
  

Mud	
  Door	
  Closet:	
  Door	
  
2	
  NC	
  Reed	
  Switches	
  In	
  Series	
  
Circuit:	
  2E-­‐S05,	
  Cable:	
  2E-­‐S05	
  

Note:	
  “Orange/XL-­‐Panel/2”,	
  22-­‐2	
  

Powder	
  Room:	
  Window	
  
2	
  NC	
  Reed	
  Switches	
  in	
  Series	
  

(Upper	
  &	
  Lower)	
  Circuit:	
  2E-­‐S01,	
  
Cable:	
  2E-­‐S01	
  

“Orange/CN-­‐Panel/1”,	
  22-­‐2	
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Sensors	
  2	
  

Water	
  Sensor	
  2	
  
(Under	
  Sink)	
  

Water	
  Sensor	
  3	
  
Water	
  Sensor	
  4	
  
(Under	
  Sink	
  &	
  
Behind	
  Washer)	
  

Laundry:	
  CO	
  Detector	
  
(6’	
  Ht	
  @	
  Center)	
  

Circuit:	
  2E-­‐S09,	
  Cable:	
  2E-­‐S09	
  
“Orange/CN-­‐Panel/1”,	
  22-­‐4	
  

Mud	
  Room:	
  Smoke	
  Detector	
  
(Ceiling)	
  

Circuit:	
  2E-­‐S12,	
  Cable:	
  2E-­‐S12	
  
“Orange/CN-­‐Panel/1”,	
  22-­‐4	
  

Laundry:	
  Explosive	
  Gas	
  Detector	
  
Circuit:	
  2E-­‐S08,	
  Cable:	
  2E-­‐S08	
  
“Orange/CN-­‐Panel/1”,	
  22-­‐4	
  

Laundry:	
  Smoke	
  Detector	
  
(Ceiling)	
  

Circuit:	
  2E-­‐S10,	
  Cable:	
  2E-­‐S10	
  
“Orange/CN-­‐Panel/1”,	
  22-­‐4	
  

Mud	
  Room:	
  MoQon	
  Detector	
  
(Ceiling)	
  

Circuit:	
  2E-­‐S11,	
  Cable:	
  2E-­‐S11	
  
“Orange/CN-­‐Panel/1”,	
  22-­‐4	
  

Powder	
  Room:	
  Water	
  Sensor	
  Chain	
  
Circuit:	
  2E-­‐S07,	
  Cable:	
  2E-­‐S07	
  
“Orange/CN-­‐Panel/1”,	
  22-­‐2	
  

	
  
Water	
  Sensor	
  1	
  
(Behind	
  Toilet)	
  

22-­‐2	
  Daisy-­‐chain	
  sensors	
  in	
  parallel	
  to	
  
Detector	
  Module	
  CN-­‐Panel.	
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Autom

a@on	
  Controls	
  
Laundry:	
  Intercom	
  (“Laundry”)	
  

(54”	
  Ht	
  @	
  Center)	
  
OnQ	
  Selec@ve	
  Call	
  

Circuit:	
  2E-­‐C03,	
  Cable:	
  2E-­‐C03	
  
“White/CN-­‐Panel/3”,	
  Cat-­‐5e	
  

Mud	
  Room:	
  Security	
  Keypad	
  (12)	
  
(58”	
  Ht	
  @	
  Center)	
  

Circuit:	
  2E-­‐A01,	
  Cable	
  2E-­‐A01	
  
“Orange/CN-­‐Panel/1”,	
  Cat	
  5e	
  

Mud	
  Room	
  Hall:	
  Alarm	
  Speaker	
  
Circuit:	
  2E-­‐A02	
  

	
  
Mud	
  Room	
  Hall:	
  Alarm	
  Strobe	
  

Circuit:	
  2E-­‐A04	
  
	
  

Cable:	
  2E-­‐A02	
  
“White/CN-­‐Panel/1”,	
  18-­‐4	
  



32”	
  

36”	
  

36”	
  

Communica@ons	
   12	
  v31	
   2E	
  -­‐	
  Laundry	
  &	
  Mud	
  Room	
  
Com

m
unica@ons	
  

8”	
  Ceiling	
  Speakers	
  (Zone	
  2-­‐6b)	
  

8”	
  Ceiling	
  Speakers	
  
Stereo	
  (Zone	
  2-­‐6a)	
  

Cable	
  Port	
  “2E-­‐01”	
  
LAN:	
  2E-­‐C01	
  

Phone:	
  	
  2E-­‐C02	
  

Laundry:	
  Background	
  Audio	
  (Zone	
  2-­‐6a)	
  	
  
West	
  Circuit:	
  2E-­‐R01	
  (L)	
  
East	
  Circuit:	
  2E-­‐R02	
  (R)	
  
Cable:	
  2E-­‐R01/02,	
  16-­‐4	
  

“White/E-­‐Rack/1”	
  

L	
  

R	
  

R	
  

L	
  

Powder	
  Room:	
  Background	
  Audio	
  (Zone	
  2-­‐6b)	
  
West	
  Circuit:	
  2E-­‐R03	
  (L)	
  

	
  
Mud	
  Room:	
  Background	
  Audio	
  (Zone	
  2-­‐6b)	
  

East	
  Circuit:	
  2E-­‐R04	
  (R)	
  
Cable:	
  2E-­‐R03/04,	
  16-­‐4	
  

“White/E-­‐Rack/1”	
  

Audio	
  Volume	
  
(72”	
  High	
  @	
  Center)	
  

Audio	
  Volume	
  
(72”	
  High	
  @	
  Center)	
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Electrical	
  Cabinets	
  

Breaker	
  Panel	
  
“Purple/CB	
  Panel”	
  
(200	
  A	
  –	
  40	
  Space)	
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Region	
  O

verview
	
  

=	
  Region	
  Boundary	
   =	
  Region	
  Anchor	
  Point	
  (Corner)	
  

Laundry Room 

Mud Room 

Powder Room 

Mud Door Closet 

Mud Room Hall 

Mud Back Closet 
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Appliance	
   Dimensions	
   Supply	
  
Circuit	
  

Make	
   Model	
  

Washer	
   38”	
  H	
  x	
  27”	
  W	
  x	
  33.5”	
  D	
   120	
  V	
  @	
  15/20	
  A	
  
(outlet)	
  

Whirlpool	
   WFW9450W	
  

Dryer	
   38”H	
  	
  x	
  27”	
  W	
  x	
  32.5”	
  D	
   240	
  V	
  @	
  30	
  A	
  
(3	
  or	
  4	
  wire)	
  

Whirlpool	
   WED9450WR	
  

Tub	
   24”	
  W	
  x	
  21”	
  D	
  
(Tub:	
  21.5”	
  W	
  x	
  13”	
  D)	
  

Kohler	
   Single	
  

Ironing	
  Center	
   120	
  V	
  @	
  15	
  A	
   Nutone	
  

Boot	
  Dryer	
   65”	
  H	
  x	
  17”	
  W	
  x	
  6.25”	
  D	
   120	
  V	
  @	
  15	
  A	
   Cyclone	
  

Representative Appliances 
R

epresentative A
ppliances 

15w x 24d 24w x 24d 29w x 24d 36w x 24d 24w x 21d 

Trash Compactor Dishwasher 
Wine Cooler 

MW 
30” Oven 
Warming 

Fridge 
Tub 

27w x 33.5d 

Washer 


